
 

 

 

 

 

 

 

 

 

              COMPO 

 

  Isolation blaster on the basis of Calcium Silicate powder 
 

COMPO is a grey powder  with a density of apporx. 320 kg/m³. It consists of  

 

 Calcium silicate 

 Clayey fillers 

 Reinforcing fibres 

 Natural fumed silica 

 Hydraulic binder 

 

Mixed with water COMPO can be plastered easily on any plane or shaped surface. After drying it results in a hard 

and strong insulation layer, on which one can even walk, if constructed accordingly. It also can be used to fill joints 

of insulation layers or other parts, which cannot be insulated by using boards, or where one needs to avoid fibre 

insulation 

 

 COMPO is stirred into water, until the desired consistency is achieved. We recommend a mixture of 

1kg powder and 1.3 ltrs of water. 

 

The surfaces to be insulated should be solid, dust-and fat-free. Smooth and absorbent surfaces should be undercoated 

to get satisfying contact-layers. 

 

The first layer should not be thicker than 1”(25mm). If more layers are used, a reinforcing cloth (glass or metal ) 

improves the mechanical properties. A total thickness of up to < 3 “ (75mm) by using wire-nets is applicable. 

 

The final strength is achieved after setting. Setting time depends on layer thickness and temperature. Heating 

accelerates the setting. 

 

 COMPO is resistant against gases like H2 ,CO, N2, CH4, lyes and alkaline reacting solutions. 

It has a solid and hard surface, good thermal insulation and is easy to use. 

 

 Powder Density kg/m³ 320 

 Classification temperature   Cº 700 

 Bulk Density after Setting kg/m³ 640 

 Shrinkage after Setting   %                    10 to 12 

 Open Porosity   % >70 

 Compression Strength N/mm² 0.8 

 Flexural Strength N/mm² 0.5 

 Thermal conductivity W/mK 0.13\ 

 Spec. Heat Capacity kJ/kgK           0.8 to 1.2 

 Ph Value                            8 to 11 

 Compression Strength N/mm² 0.5 

 Shrinkage after 12h at 650º   % 0.6 

 

Packaging: Bags with 20 kg, supplied on a skid, shrink wrapped. 

 

Technical Data Sheet 


